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Ramón Turró, 126 / 08005 Barcelona
Tel +34 93 458 69 09 / Fax +34 93 207 36 97
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Export office
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DIMENSIONS IN MM

COMPONENTS, MATERIALS and FINISHES:
A rigid two seater SOFA of medium density polyethylene, made using 
a rotational molding process. Available in Red vermillion (Pantone 
200C).  
POLYETHYLENE PEG for ballasting, (1u.)
POLYPROPYLENE TRI-SURE 3/4” (Ø25) PEG with rubber O-ring 
seal, (2u.), for emptying the sand.

DIMENSIONS and WEIGHTS:
1700 x 1000 x H.730mm (Seat: H.370mm).
32kg

PACKAGING:
It is always packed using the appropriate protective measures within 
a box.

BALLASTING:
The sofa can be ballasted with washed sand (60kg.).

TESTS:
In compliance with the UNE 11012:1989 “Sofas. Testing methods 
to determine structural resistance.”
In compliance with the UNE-11021-2:1992 “Sofas, for domestic 
and public use, functional specifications and characteristics”.
In compliance with the UNE EN 1022:98 “Domestic seating furni-
ture, determination of stability” for level 5, for major public use of 
the product.
In compliance with the EN ISO 5892: 1999, the test certifies 
product colour change resistance to the action of the light of a 
xenon lamp.
In compliance with the UNE-EN 1021-1:1994 “Assessment of the 
inflammability of Furniture. Source of ignition: A lit cigarette”, 
the test certifies that the material presents no inflammability.
In compliance with the UNE-EN 1021-2:1994 “Assessment of the 
inflammability of Furniture. Source of ignition: A lit match”, the 
test certifies that the material presents no inflammability.

TECHNICAL SPECIFICATION
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