
Material: metal, hilo de cristal 
(Snow) y cristal soplado 
a mano (Larsson). 
Acabados: blanco (metal); 
satinado (cristal). 
Cable de sujeción de acero. 
Luz difusa.

Material: metal, spun glass (Snow) 
and hand blown glass (Larsson). 
Finishes: white (metal); 
satin (glass). 
Steel suspension cable. 
Diffuse light.

Matière: métal, fill de verre 
(Snow) et verre soufflé (Larsson). 
Finitions: blanc (métal); 
satiné (verre). 
Câble de soutien en acier. 
Eclairage diffus.

Material: Metall, Glasfaser (Snow) 
und mundgeblasenes 
Kristallglas (Larsson).
Oberfläche: Weiß (Metall);  
satiniert (Kristallglas). 
Stahlseil. Richtungslose 
Ausstrahlung.

Larsson C18/ S18: E-27  60W Ha / 20W Flc
Larsson S2; S3; C26/ S26; C34/ S34; 
Snow S2; S3; C25/ S25; C36/ S36: E-27 100W Ha / 23W Flc
Larsson T3: G9  3 x 60W 

Snow S25 Snow S36 Snow C25 Snow C36

Snow S2 Snow S3

Ø 7 Ø 9 Ø 9 Ø 9

Ø 26 Ø 26

Ø 25

Ø 36

Ø 36

Ø 25

Ø 36

90 125

Max.
150

Max.
150

Max.
150 Max.

150
55

21

23
34

31
42

Ø 25

23

Ø 25

23

Max.
150

12590

(59”)
(59”)

(3,5”) (3,5”) (3,5”)

(59”) (59”)

(59”)

Max.
150
(59”)

(49,2”)(35,4”)

(9,8”) (9,8”)

(9,8”)

(9,8”)

(10,2”)(10,2”)

Snow & Larsson
Larsson S18 Larsson S26 Larsson S34 Larsson C18 Larsson C26 Larsson C34

Larsson S2 Larsson S3 Larsson T3

Ø 7 Ø 9 Ø 9

Ø 18
Ø 26

Ø 34

Ø 18
Ø 26

Ø 34

Ø 7 Ø 9 Ø 9

15
21

26

19 25
30Max.

150
Max.
150

Max.
150

(59”) (59”) (59”)

(3,5”) (3,5”)(3,5”)(3,5”)

(7”)

(7”)
(10,2”)

(9,8”)

(13,4”)

(11,8”)

(7,5”)

(13,4”)

(10,2”)

(10,2”)

(2,7”)

(5,9”)
(8,2”)

(2,7”)

(8,2”)
21

(8,2”)

(21,6”)

(14,1”)

(14,1”)

(14,1”)

(49,2”)(35,4”)

(2,7”)

(12,2”)
(16,5”)

(9”)

(9”) (9”)

(13,4”)

58 59

http://barcelonadesign.ru/

